


=M=RIX | @oioiaia

Emerix is a leading provider of flying probe tester in electronic testing industry. We
have developed the first flying probe tester ever in Korea to provide the best test
solution for PCBAs. We will not be afraid of challenges and will continue to strive to
meet the needs of consumers with products and quality that fit the times through
continuous development and innovative spirit.
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TK FLYING PROBE TESTERS

» Vision Test

The testers are equipped with high resolution vision camera which it will detects target board
components of presence, absence and missing using a pattern matching algorithm,
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» VI Impedance Test

The measurement and faults are detected through the VI impedance signature that combined of VCF
(Voltage, Current, and Frequency) with no power applied.
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» Open and Short Test

Find an open or short circuit from the target board
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» In—Circuit Measurement

It measures the value of R, L, C, D, TR and detects the fault of each component values.
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Voltage Test (Power On)

The power failure will detected by measuring the voltage between the test point (Net) and GND when

the power is applied through the power supply and connector of the target board.
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Current Test (Power on)

The power failure will detected by measuring the voltage between the test points (NET) to points (NET)
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Barcode Reading

The tester equipped with 1D and 2D code reading system
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(Example of Designed Codes)

Laser Auto Height Sensor

The laser auto height sensor will automatically measures the
height of all each component and avoid from the collision with
probe,
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